DATA SHEET

S09 
MAGNETIC SURFACE PROBE TYPE K OR T  

MAGNETIC SURFACE PROBE  -  Type K or T

Description

This probe will attach itself to any magnetic surface, it includes a sprung loaded sensor which ensures a good thermal contact with the surface to be measured.

Construction

Surface probe with copper sensing tip sprung loaded and attached to a button magnet.

2M PTFE cable with moulded connector.

Sensor Features

· SPRUNG LOADED SENSOR TIP ATTACHED TO A BUTTON MAGNET.

The construction of this sensor ensures that the surface measurement tip is held in good thermal contact with the surface to be measured.

· TOUGH PTFE CABLE 

· PTFE cable is used for higher durability and wider temperature range.

· HIGH ACCURACY THERMOCOUPLE MATERIAL THROUGHOUT

Type ‘T’ Thermocouple
: ½Class I     (±0.25°C ±0.25%)

Type ‘K’ Thermocouple
: Class I     (±01.5°C ±0.25%)

· WIDE AMBIENT TEMPERATURE SPECIFICATION 

: -30 TO 50 °C

· TIME RESPONSE
(96% of valueon clean metal)

: 1.5 Secs

· MEASUREMENT RANGE




:  -50 TO 275 °C

Cross-reference for compatible instruments

Suitable instruments for use with this probe

	TME PART No
	DESCRIPTION
	APPLICATION

	
	
	

	MM2000
	SINGLE INPUT INSTRUMENT
	HIGH ACCURACY TEMPERATURE MEASUREMENT

	MM2010
	MAX / MIN HOLD INSTRUMENT
	HIGH ACCURACY INSTRUMENT WITH MAX, MIN AND HOLD FEATURES

	MM2020
	DIFFERENTIAL INSTRUMENT
	DUAL INPUT INSTRUMENT FOR DIFFERENTIAL MEASUREMENTS

	MM2030
	THERMOCOUPLE SIMULATOR
	HIGH ACCURACY SIMULATOR WITH MEASUREMENT FACILITY
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